
Semi-Automatic system 
for achieving the 
cleaning position.

Squeegees’ car movement 
uses an AC Inverter.

Laser supporting arm with 
4 dot-line lasers, inbuilt on 
the control panel arm.

Squeegees’ pressure regulator.
Pneumatic clamping system 
for frames.
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The KTK SMART is the newest addition to the KTK 
catalogue, and can be adapted to any need the modern-
day printer may have. Being so easy to set up, and with its 
ability of maintaining registration, it can lead to major energy 
savings during the production process. If you are looking to 
add real value to your company, look no further. 
The KTK SMART is the machine for you!

Automatic printing-
head lifting system for 
easier cleaning

Additional laser arm

Flash-Cure units model 
KTK DRAGON

4 cylinders on the 
squeegee’s car

More Power and Control Connections for peripherals 
(ex.: KTK DRAGON)

Compatible with KTK 
CLOUD

Skip Function

U shaped screen 
clamping system (or 
other if requested)

Independent lifting 
printing-heads

Screen registration 
system with Vernier 
scale

Honeycomb structure 
aluminum pallets

Ability of setting up 
flash-cure units under 
the printing heads

Machine rotation with 
AC servomotor

Polychromatic LCD 
touch screen as the 
main control panel

Squeegees movement 
with AC Inverter

Individual control panel on each printing head, for 
controlling the print and flood speed, height, angle 
of the squeegees and the stroke length

KTK Smart

Features Extras

KTK — Industrial Machinery and Equipment

KTK SMART XS SS MS

Colours / Pallets 810 1214 1012 1214

Colours (max.) 8 12 10 12

Pallets 10 14 12 14

Standard Printing Area (mm/inch) 550 x 500 / 21.7’’ x 19.7’’ 700 x 500 / 27.6’’ x 19.7’’ 800 x 600 / 31.5’’ x 23.6’’

Maximum Printing Area in Double Index (mm/inch) 1000 x 850 / 39.4’’ x 33.5’’ 1000 x 850 / 39.4’’ x 33.5’’

Standard Pallet Size (mm/inch) 820 x 550 / 32.3'' x 21.7'' 950 x 550 / 37.4’’ x 21.7’’ 1050 x 650 / 41.1’’ x 26’’

Maximum Pallet Size in Double Index 1150 x 900 / 45.3’’ x 35.4’’ 1250 x 900 / 49.2’’ x 35.4’’

Maximum production (per hour)* 1300 1200 1100

Maximum External Frame Measure (mm/inch) 900 x 600 / 35.4’’ x 23.6’’ 1000 x 650 / 39.4’’ x 25.6’’ 1100 x 720 / 43.3’’ x 28.3’’

Measure of the Frame’s profile (min - max) (mm/inch) 25 x 25 / 1’’ x 1’’ - 40 x 40 / 1.6’’ x 1.6’’

Compressed Air Consumption (l/min) 20 l/min + 90 l/min per each printing head

Pre-Drying Connections (outlets) 3 / 6 (max) 5 / 7 (max) 4 / 6 (max) 5 / 7 (max)

Power Rating (kVA) ** 6.3 9.3 7.3 9.3

Diameter (mm/inch) 4200 / 165.35’’ 5250 / 206.7’’ 5200 / 204.72’’ 5850 / 230.31’’

Height (mm/inch) 2090 / 82’’


